








Runway Repair % Norfolk Naval Air Station 4 Norfolk, Virginia

Engineer: Pattan, Harrir, Rust & Assoriated

Much of this facility was built on marsh land. Poor soil conditions and intense
trattic loads produced difterential serdements and “alligator” cracking of the txi-
way after only 3 years. High soil stability and relief from overburden pressures
were provided by substituting compacted IWA for heavy, unstable soil to a depth
of 4 feet, LWA material was placed at 6 inch lifts and hand compacted with a
vibratory plate. Field compaction and projected vields were monitored using a
nitclear densometer. The compacted base was then paved and air traffic restored

in a umely manner. Differennal serdement was economically solved.

: B L4, 5 T P .
Embankment Fill % Lowisiana DOT D Test Prajece 4 Morgan City, Lowisiana

Highway embankment fills over unstable soils presenc particularly difficult

roblems. Uneven sertlement can produce a "Roller Coaster” ride, as well as
P F

significant maintenance problems. The Louisiana Department of Transportation

and Devlopment constructed a series of roadway test sections with sand fill 9.5 .

in depth. In one section, 2.5 ft. of sand was replaced wich 2.5 fr. of LWA fill.
The reduction in weight, a_'-;:-upll:d with the incresse in ]ung term stability }':r:;i'uia::j
by the LWA's high angle of internal friction, reduced serdement 40% to 60% as
compared to the all-sand fill. Considerable savings in highway maintenance,

repairs and replacement can be realized if differential serdlement is reduced.

Fills Over Poor 5oils & Marsh Lands
& Allows ocherwise uniseable lind o be

teclamed and developed
% Dengn elevations are dchioved with
levwe il wreghr
Low fill weight incresses slope scabilicy

=

Conrolled gradations assure uniform
and consiseent in-place densicy

-

Lang-teem sertlement is conrroled
and reduced
@ Controlled fill allows unitorm load
duseribuinion

Underground Conduits & Pipelines
% Reduces dead loads an buned smectans
& Allows construction of tugher fills

% Minimizes hvdrosstic potenal

% Provides chermal insulaton

underpround Bl
% Feonomic alternative to flowable fills

Contact a Rotary Kiln
Expanded Lightweight
Aggregate producer
listed on the back of
this brochure for
complete information
and specifications.




Expanded Shale, Clay and Slate Lightweight Aggregate (LWA)

THE PROVEN SOLUTION
For almost 50 years Rotary Kiln
produced Expanded Lightweight
Aggregate (LWA) has been effect-
ively used to solve geotechnical
engineering problems and to con-
vert unstable soil into usable land.
Lightweight aggregate can reduce
the weight of compacted geo-
technical fills by up to one-half.
Where thermal stability is required,
LWA providessignificantly greater
thermal resistance when compared
to soil, sand or gravel fill. It
affords permanent economical insulation around water lines, steam lines and any other
thermally sensitive vessel. This inert, durable, stable, free-draining and environmentally
“friendly” lightweight aggregate is extremely easy to handle and provides economical long
term solutions for geotechnical challenges.

THE MATERIAL

Expanded shale, clay and slate light-
weight aggregate (LWA) has a long track
record of quality and performance. Since
its development in the early nineteen
hundreds, L'WA produced by the rotary
kiln process has been used extensively in
asphalt road surfaces, concrete bridge
decks, high-rise buildings, concrete
precast/prestressed elements, concrete
masonry and geotechnical applications. The quality of LWA results from a carefully
controlled manufacturing process. In a rotary kiln, selectively mined shale, clay or slate
is fired in excess of 2000° F. The LWA material is then processed to precise gradations.
The result is a high quality, lightweight aggregate that is inert, durable, tough, stable,
highly insulative, and free draining, ready to meet stringent structural specifications.

DESIGN ADVANTAGES
B Reduces Dead Loads

B Reduces Lateral Forces

® Reduces Over Turning Forces
W Provides High-Friction Angle
® Controlled Gradations

B Free Draining

B Water Insoluable

B Acid Insoluable

® High InsulationValue

# Chemically Inert

® High Strength & Durability
B Easy to Handle and Install

B Readily Available

B Environmentally “Friendly”

PHYSICAL PROPERTIES
The physical properties for
specific types of rotary kiln
expanded light-weight aggregate
may vary according to manufac-
turer. For precise information on
unit weight, specific gravity,
compacted density, friction angle,
thermal conductivity and the
other physical properties of a
particular LWA material, consult
the rotary kiln expanded shale,
clay or slate producers listed on

the back of this brochure.




For nearly one hundred
years ESCS (Expanded
shinle, Clay and Slate) has
been used successfully
around the world in more
than 30 different types of
applications. The most notable among these are concrete
masonry, high-rise buildings, concrete bridge decks, precast
and prestressed concrete elements, asphalt road surfaces, soil
conditioner and geotechnical fills.

AYDITE

Wherever you live, work or play, ESCS improves your world!

What is ESCS? 1115 a unique, cernmic lightweight aggregate
prepared by expanding select minerals in a rotary kiln at tem
peratures over 1000°C. The production and the raw materials
selection processes ure strictly controlled o insure a uniform,
high quality product that is structurally strong. stuble, durahle
and inert, yet also lightweight and insulative. ESCS gives
designers greater flexibility in creating solutions to meet the
challenges of dead load, terrain, seismic conditions, construc-
tion schedules and budgets in today’s marketplace.

DiGeronimo Aggregates

8900 Hemlock Road
Independence, Ohio 44131
P. (888) 593-0395

F. (216) 524-4069
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